
Precision Side Staple Binding Machine

FaStBind BooXter Uno™

BooXTer UNo™
Ergonomic and compact design 
Easy operation
Binds any format up to SRA3 

• Photo books
• Company presentations
• Catalogues
• Yearbooks
• and more!

Versatile applications:

innovAtionS foR on-DEmAnD finiShing



www.fastbind.com

Fastbind USA
11361 Interchange Circle South - Miramar Florida 33025
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FaStBind BooXter Uno™

affordable high quality binding
Fastbind BooXTer Uno™ takes a simple concept, electronic stapling, and turns it in a versatile, high 
quality binding solution for on-demanding finishing. With a minimal investment, you can create hard 
and soft cover books, strip-back books, or just simple stapled paper blocks such has handouts in a 
wide range of formats.

BooXTer Uno™ can be expanded with the optional Fastbind Cover Setter™. The cover setter is 
an easy-to-use positioning tool for adding hard covers to your paper blocks. The Fastbind Cover 
Setter™ can be mounted to BooXTer Uno™ or used as a standalone unit.

Quick, easy and reliable
Compact and quiet, the BooXTer Uno™ is ready to work at the flip of a switch. Built-in shelves at 
the back of the unit can be used to keep your supplies ready at hand. With the steady positioning 
surface and adjustable back support, a typical A4 paper block can be bound in less than 10 
seconds. 

The paper block is placed in an up-right position, allowing gravity to assist you in perfectly 
aligning and squaring the block. Using flat clinch staples, the powerful electric stapling head 
binds photo paper and coated stock as easily as normal copy paper. This unique side-stapling 
method ensures consistent placement of staples along the spine of your paper block. The result 
is always a strong, square and clean bind.

Complete finishing solutions
Fastbind also offers a large range of affordable pre-made covers and binding supplies to help 
you get the most out of your BooXTer Uno™. Combined with other Fastbind products, you can 
further expand your finishing possibilities:
• Use Fastbind Casemakers to make printed hard covers
• Use Fastbind Creasers for creasing printed soft covers
• Use Fastbind End sheets to mount covers to your paper block

Specifications
Binding method Precision side stapling

Staple type 1) Flat clinch; 5000 staples per cassette
Staple No. 10 for normal stock
Staple No. 8 for coated stock

Standard cover options Strip backs, printed soft covers and binding without cover

Extended cover options Standard and printed hard covers (cover setter sold separately)

Production capacity per hour 2) without covers: 2 staples, single side: up to 800
 7 staples, single side: up to 450
with covers: Strip back (A4 portrait): up to 140
 Hard cover (A4 landscape): up to 100
 Soft cover (A4 portrait): up to 90

Sheet size 105-450 mm (spine) x 105-450 mm (width) / 
4.1-17.7 inches (spine) x 4.17.7 inches (width)

Binding thickness 3) Normal stock up to 8 mm / 0,3"; coated stock up to 5 mm / 0,2"

Electrical specifications 100-240 VAC, 50/60 Hz, 1.3 A, Fuse 4A(T)

Dimensions (W x D x H)  45 x 45 x 34 cm / 17.7 x 17.7 x 13.4 inches

Weight Gross 15 kg / 33.1 pounds

Package dimensions (W x D x H) 56 x 56 x 40 cm / 22 x 22 x 15.7 inches

Approvals CE

1)  One No. 10 cassette included  
2)  Time includes binding and cover mounting; actual capacity depends on operator  
3)  Maximum thickness depends on paper material properties
Patents and design patents are pending for the BooXTer Uno™, end sheets and stripes.
Product information as of June 2010 and is subject to change without notice.

BooXTer Uno™ can be expanded with the optional 
Cover Setter™. Use Fastbind Casemakers for printed 
hard covers.

The Fastbind BooXTer Uno™ is one of the most 
versatile bookbinding solutions on the market.

Widest range of finishing solutions in the market: 
• Books with printed hard cover 
• Books with printed soft cover 
• Books with ready made hard cover
• Strip backs, staple backs, etc...

Typical A4 paper block can be bound in less than 10 
seconds. 


